
KOINÈ
Type: Su�ension

 
Light source: A07S20W 12W, 2700K, CRI 90    922 lm

0-10V at 120/277V and phase-cut at 120V only
A07S20 12W, 3000K, CRI 90      957 lm
0-10V at 120/277V and phase-cut at 120V only
A07S20C 12W, 3500K, CRI 90  1005 lm
0-10V at 120/277V and phase-cut at 120V only 

Produ� use: Indoor  

Ma� black, ma� whiteColors:

www.luceplan.com 

design Mandalaki

Description: Elegance and purity in form chara�erise the “Koinè”
family of pendant lights, named for its meaning of “shared 
language” and for its shapes which make it extremely 
versatile. The light source features a �ecially designed 
mineral lens. The light beam di�ributed by the lens is 
homogenous and di�in�, a broad cone of light with 
clearly-defined edges.

Aluminium �ru�ure, glass lensMaterials:

120-277 V ~ 50/60 Hz
3x A07S20W/A07S20/A07S20C + A07/8D, 40W
2x A07S20W/A07S20/A07S20C + A07/9D or A07/14D, 27 W

Rating:

Mark:

Clu�er Canopies - Black
 1A070/08D501 – A07/8D – 3-port canopy
 1A070/09D501 – A07/9D – 2-port (open configuration)
 1A070/14D501 – A07/14D – 2-port (closed configuration)

Koine Su�ension – Black Finish
 1A070S20W001 – 2700K – A07S20W – Black
 1A070S200001 – 3000K – A07S20 – Black
 1A070S20C001 – 3500K – A07S20C – Black

Koine Su�ension – White Finish
 1A070S20W002 – 2700K – A07S20W – White
 1A070S200002 – 3000K – A07S20 – White
 1A070S20C002 – 3500K – A07S20C – White



A07S20W - A07S20/A07S20C

Ø 7.8’’
Ø 20 cm
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design Mandalaki

45.7"
116 cm

1" / 2,6 cm

21.6"
55 cm

A07/8D + N x A07/9D

A07/9D + 2 x A07S20W/A07S20/A07S20C A09/14D + 2 x A07S20W/A07S20/A07S20C

A07/8D* + 3 x A07S20W/A07S20/A07S20C

* Only for linear open configurations
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* Only for close configurations


